
                                                         

Operating Instructions 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 HDMI2.0 1x4 Splitter Extender 

Support 60m(197ft) 4K@60HZ 4:4:4 

 

Model: H4SPC4KP 
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Notice 

The information in this document is subject to change without notice. Every effort has been 

made in the preparation of this document to ensure accuracy of the contents, but all statements, 

information, and recommendations in this document do not constitute the warranty of any 

kind, express or implied. 

 

Requires IEEE-568B cable termination standards and solid core cable. use SOLID/FTP CAT5

E/6 cables for best results. 

If you are running a cable 15 metres or more, make sure you use a SOLID CAT5E/6 cable. 

This product may not work with standard stranded ethernet cable. See related items for 

cabling that will work this product. 60m distance has been tested fine on F/UTP solid cat6 

cable. 

FYI: Most of the pre-made CAT5E/6 leads on the market are stranded cable not solid. 

Please note: 60M distance is under perfect transmission conditions including straight cable run

s with no bends, kinks, electrical interference, patch panels or wall outlets. 
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The Splitter has to work with Receivers 
 

Connection Diagram 

 

 

IR Connection Diagram Example (one way) 
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Receiver Panel Description 

 

 

 
 

 

 

① HDMI output port                ④ DC 12V power input port       

② Audio output ports                ⑤ IR in and out ports 

③ Firmware update port             ⑥ Cat5e/6 input port 

 

 

 

 

EDID Switch Settings： 

This splitter support EDID management through a 3 pin dip switch: 

Up dial stands for 0; down dial stands for 1 

Different digit combinations have different EDID effects according to the following table: 

 

Note: all other digit combinations not listed above is for EDID 4K@60 4:2:0 2CH 

 

If any of the TVs does not support 4K, that TV will automatically be downgraded to 1080p 

from the receiver. It does not affect other TVs.  

 

 

Factory data reset： 

Factory Settings can be restored through RESET button via long press 3 seconds 
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Features 

➢ HDMI2.0 splitter extender, bandwidth up to 18Gbps, deep color up to 4K@60Hz 8bit 

➢ Distributes 1 HDMI source to 4 RJ45 output with 1 HDMI loop out 

➢ Transmission distance up to 60m (197ft) at 4K@60Hz over Cat5e/6 cable 

➢ HDCP2.2/1.4 Compliant 

➢ Support analogue and Toslink SPDIF audio out on both TX and RX side 

➢ Support HDR10, HLG 

➢ Support LPCM2.0/5.1, Dolby Digital, DTS 5.1, Dolby Digital+, Dolby True HD 

➢ Support Bi-Directional wide band IR 

➢ Support auto downscale 4K@60hz to 1080P at RX end  

➢ Support EDID management 

➢ Support POC(RX powered by TX) 

➢ Support firmware updating through Micro USB port 

➢ With one built-in reset button for factory reset 

 

Package Contents 

➢ 1x Transmitter 

➢ 4x Receivers  

➢ 1x 12V/2A DC Power Adapter 

➢ 1 x User Manual 

➢ 5x IR TX cables 

➢ 5x IR RX cables 

➢ 10x Mounting ears (2pcs for TX; 8pcs for RX) 

➢ 1 x USB cable for future upgrade 
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Switch Status  EDID Information 

000 Default-1 4K@60 4:2:0 2CH 

010 Default-2 4K@60 4:4:4 2CH 

001 Default-3 4K@60 4:4:4 5.1CH  

100 Default-4 4K@30 4:4:4 5.1CH  

110 Default-5 1080P60 2CH 

111 Copy loop  Copy EDID from loop out display 
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SPECIFICATIONS 

Operating Temperature Range -5 to +40℃(+23 to +104℉) 

Operating Humidity Range 5 to 90%RH (No Condensation) 

Input Video format 720P / 1080P / 4K@60hz 

Data transfer speed rate 18 Gbps(Maximum) 

Input port 1xHDMI 

Output ports 4xRJ45 output port, 1xHDMI loop out 

Output Video Format Supported 
DTV/HDTV: 480P/576P/720P/1080P, 4K 

VESA resolution 

Transmission Distance 60m (197ft) at 4K@60Hz  

Power consumption 12.5W(Maximum) 

Dimension (L×W×H) TX: 229.5x113.4x24mm; RX:110.2x68.3x18mm 

Net Weight TX:1300g;  RX:1600g(4pcs) 

 

Connecting and operating 

1) Connect the HDMI source to the HDMI Transmitter/splitter; 

2) Connect HDMI transmitter and receiver via the Cat5e/6 cable; 

3) Connect the HDMI output from the Receiver (RX) to the TV;  

4) Plug the IR TX and IR RX cables into the matching IR ports of the splitter; 

5) Plug the IR TX and IR RX cables into the matching IR ports of the receiver; 

6) Power on the whole system. 
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Transmitter Panel Description 

Front Panel 

 

 

 

① Power indicator 

② HDMI input indicator 

③ HDMI loop out indicator 

④ Reset button 

⑤ EDID dip switch 

⑥ Firmware update port 

 

 

 

 

Rear Panel 

 
 

 

 

① HDMI input port 

② HDMI loop out port 

③ Cat5e/6 output 1~4 ports 

④ IR in and out port 

⑤ Audio output ports 

⑥ DC 12V power input port 
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