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TECHNICAL DATA 

 
 
 

 
 
 

Measures:  
 

 

Electrical Parameter 

 

Rated Capacitance ( CR ) 
@ 100 Hz / 20 °C 

20 µF 

Tolerance -10 + 30 % 
Rated Voltage ( UR ) 550 V 
Surge Voltage ( US ) 
max. 5 x 1 min / h 

600 V 

Reverse Voltage ( UU ) 
max. 1 s 

2 V 

Leakage Current ( IL ) 
@ UR / 5 min / 20 °C 

94 µA 

ESR typ. 
@ 100 Hz / 20°C 

4775 mΩ 

Tan d typ. 
@ 100 Hz / 20°C 

6 % 

Z max. 
@ 10 kHz / 20°C 

3820 mΩ 

ESL typ. 20 nH 
Rated Ripple Current ( IR ) 
@ 100 Hz / 85 °C 

0,23 A 

Useful life 
@ IR, UR,85 °C 

5000 h 

IEC Climatic category / Standards 40/085/56     IEC60384-4 
 

 RoHS Compliant 

  

Ø D 25 mm 

L 49 mm 

I 40 mm 

d 0,8 mm 

  

Terminals wire 

TAD Audio Cap V-20550AL 
25x50mm 
 
TAD Audio Caps feature the authentic flat-foil design of the 
Capacitors used in the 1950’s, 60’s and 70’s 
and come in the same size as the originals! 
The special design of these electrolytic caps improves any tone with 
perfect details and excellent overtones. 
Our caps are the perfect replacements for all Fender Blackface and 
Silverface amps. 
Our suggestion to improve all kinds of guitar amps and hi-fi equipment. 
 
TAD Audio Caps are MADE IN GERMANY 
 
 


