
 

 

 

 

 

 

 

 

 

 

 

 

 

 

RhinoCo Technology RCX-4 
 

Wire connections as follows: 
 

 Power:  

  Negative - Black  

  +12V  - Red  

 

 

Two second negative pulsed output:     

Channel 1 - Yellow   

 Channel 2 - Green  

 Channel 3 - Brown 

 Channel 4 - Orange 

  

Momentary negative output:   

Channel 1 - White 

 Channel 2 – Blue 

 

 

Learning new remotes:   
 

To learn new remotes, hold down buttons 1 and 3 on an existing remote for 5 seconds, or until the 

internal red LED begins to flash.  Immediately release the existing remote and press any button on 

the new remote for 3 seconds, your remote should now be learnt in.  

If you are unable to find lost remotes you should have the system sent back to the Rhino 

Service Department for resetting. This is important to ensure that no unauthorised entry can 

occur from someone using the lost remote control(s).  

   

Wiring loom orientation:   
 

 

 

 

Manufacturer, Importer & Wholesaler of Electronic Security Systems for Homes, Businesses & Vehicles. Vehicle Tracking & Fleet Management Systems. 
Video Surveillance Systems including Digital Video Recorders, Cameras & Wireless Video Transmission. Narrowband UHF Transmitter & Receiver Sets. 
Computers, Wireless LAN, Networking, & Internet Services. Contract Electronic Manufacturers with Surface Mount Technology. OEM Orders Welcome. 
 

HEAD OFFICE: 
9 Hannabus Place  
McGraths Hill NSW 2756 
Australia  

Phone: (02) 4577 4708  

Fax: (02) 4577 4885 
Int. Ph: +61 2 4577 4708 
Int. Fax: +61 2 4577 4885 
Email: sales@rhino.com.au 
Website: www.rhino.com.au 
 

Haberfield Branch: 
223 Ramsay Street 

Haberfield NSW 2024  
Phone: (02) 9716 0444 

Fax: (02) 9799 2024 

Villawood Branch:  
71 Middleton Road 

Villawood  NSW  2163 
Phone: (02) 9743 8222 

Fax: (02) 9743 8590  

 

A Division of Cornick Pty Ltd.  Est 1978.  ABN 74 001 621 610  Security Master Licence 407530935.  ASIAL Member 


